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Raysun


3G/4G Digital Repeater System








Special surveillance Devices –14-2





Features：


The 4 embedded inputs can support wired/wireless A/V signal transmission via connecting to 3G/4G/WiMAX Dongle or internet.  The built-in 10" LCD touch panel and 500G HDD allows users perform on-site or remote site real-time monitoring, D1 format recording and 2-way communication jobs. 





No IP setup conflict will be met as long as the connecting external Dongle is designed in accordance with telecom standards of each countries.  Support 3G/4G/WiMAX transmission of real-time A/V image.  The remote control capability enpowers users to monitor and control 1~4 Camera A/V transmission, 2-way communication, history events playback and motion detection recording simultaneously at remote site. 


Built-in 2 set wireless A/V input and support additional 2 set A/V inputs, it can transmit 4 A/V images via wireless telecom or internet simultaneously.  Remote site viewers can select from wired, WiFi, 3.5G/4G/WiMAX to monitor the on-site real-time image.


Provide encryption function through MDVPN wireless networking system. 





(Specification：


Product�
3G/4G Digital Repeater System�
�
Monitor�
10”LCD�
�
Resolution�
800×600�
�
Operation mode�
Touch panel/mouse�
�
Compression in recording�
H.264 combines DVR in recording�
�
Hard disk capacity�
SATA2.5 inch hard disk/500G�
�
Video resolution�
D1/4  CIF(704×576)


CIF(352×288)


CIF(176×144)�
�
Encoding speed�
1 route: D1/CIF/QCIF/(1~25/30fps)


2~4 routes: D1(1~6fps)CIF/QCIF/


(1~25/30fps)�
�
AV in/out�
4 routes(controllable 2-way communication)/1 route�
�
System function�
Real-time monitoring/


recording/video playback/


remote monitoring & commanding/


motion detection�
�
Data Sourcing by  �
Time/time/date/motion detection video�
�
Hardware �
WAN、LAN、3G、4G�
�
Wireless standard�
IEEE802.11b/n/g�
�
3G/4G type�
UMTS/HSDPA/HSUPA/CDMA2000/


TD-SCDMA/WiMAX�
�
Wireless protection�
WEP64及128bit / WPA / WPS / WDS / multi AP�
�
Firewall�
URL/Port/IP/MAC�
�
Language�
Traditional Chinese/Simplified Chinese/English/Spanish�
�
Packaging�
Waterproof suit case�
�
Working temperature�
-10°C~55°C�
�
Working humidity�
10~90%RH�
�
Voltage�
AC100~220V / DC12~15V�
�
Size/weight�
10x28x35(cm)/ 3.85 kg�
�






2 set AV input








RF





2 set wireless Rx





Connect to External TV/projector





10” touch panel





Connect to 3G / 4G / WiMAX dongle





Internet connection through WiFi 





Internet





3G





Real-time monitoring/ data sourcing/two way communication   through WiFi transmission to nearby NB. (WLAN)





( Standard package：


3G/4G Digital Repeater System


Power supply


Vehicle used Power supply





Real-time monitoring/data sourcing/ two way communication through internet connection to a remote PC. (3G)








We reserve the right to vary, modify or improve any specification and/or design at any time without prior notice.








