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With 1913 Picatinny rail, able to quickly mount to weapons
and slightly adjustXY é;b‘o,gd_i@ to ensurejthejaiming accurac
| Feature

> |IR880nm/915nm uses high power IR light emitting diode that meets laser safety standard of class
3B IEC60825-1 with 1500m illuminating range and 10km aiming range.

» With consumption power up to 3W and adjustable projection angle ranging 1-20°able to work with
all kinds of night vision devices, SONY night vision cameras and IR sensitive recording devices.

» IR915 features invisible red dot to avoid to expose your location.

» With ability to transform the projection light into evenly round shape and to minimize the spot light
by using with IR filter.

> Allow to see through car film window by using with filter and night vision device to monitor inside
the car under complete darkness.

» The focusing mode can easily destroy enemy's night vision devices; therefore, aiming at eyes

and skin is strictly prohibited.
Specification L
With visible range up to 1500m under complete

Use with weapon for night aiming
IR-915 [ IR-880 darkness, projection angle adjustable.

Light-emitling 3W laser diode 3W laser diode

conform to 3B conform to 3B
Safety Standard |IEC60825-1 of IEC60825-1 of
laser product laser product

915nm (standard) |880nm (standard)
Spectrum (Option: 808/850/ | (Option: 808/850/
880/980nm) 880/980nm)

Projection angle |1~8 degree 20 degree P
: e Ication:
Light projection PP
mode Round and even Round and even Coast guard, Security, long-distance night rescue,

3
Head dissipation | Bladed Cooling Forced Cooling assaulting, night surveillance/recording, able to
mode ystem System use with Sony night vision camera.

4 Switchable power|_ 4, slightly

switch1TWA.7W/ | L ual -
| 2.5Wi3w Information center
Effective Range [Upto 1,500 m Upto 1,500 m

CR-26650 Li-on Ext |
Power supply (3.7V) external 1;5::'2 _{p&wer Keywords: IR laser illumination/night mode
power 5V/DC : recording/night mode photograph/laser

Consumption 3W/3.3A/3.7V 3W/B00MA/ 2V illuminator/laser invisible light.
biactisee Fall we Above 8,000h Above 8,000h (QR) _
Op. temperature |-10 ~55 -10 ~55 T S Pt i
TRk 1, 5%
Siom F40 x 300mm 125mm x 45mm x Gar Sl 4 _
(excluding rail 45mm (excluding rail) alalogue an Recording performance
Op. manual

: <=850g (including





